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S110 



SI 15 



S120 



SI 25 



S130 



S140 



SI 50 



ROTATE ALLOCATED PORTION OF ROLLER 
TO FLUID SUPPLY 



REMOVE CLEANING FLUID FROM HOLDING TANK(S) AND 
SUPPLY TO PRINT HEAD CLEANING CHAMBER(S) 



ROTATE ALLOCATED PORTION OF ROLLER INTO 
ENGAGEMENT POSITION 



CLEAN PRINT HEAD(S) WITH CLEANING 
FLUID SUPPLIED TO CLEANING CHAMBER(S) 



REMOVE CONTAMINATED CLEANING FLUID FROM 
CLEANING CHAMBER(S) AND SUPPLY TO HOLDING TANK(S) 



DETERMINE (1) FRACTIONAL AMOUNT OF CONTAMINATED CLEANING 

FLUID DRAWN FROM HOLDING TANK(S) AND (2) AMOUNT 
OF UNCONTAMINATED CLEANING FLUID TO ADD TO HOLDING TANKS 




SI 70 



DRAW OFF (1) AND (2) PER SI 50 DETERMINATION 



F/G.2 
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ADD y% VOLUME OF 
UNCONTAMINATED CLEANING 
FLUID AND BLEED z% BY 
VOLUME OF CONTAMINATED 
CLEANING FLUID 



SI 53 



RETURN TO 
STEP SI 60 



SI 55 



FIG. 3 



